
Pattern Image ACP Acrylic Prodema

Single
Max  w idth 

4000mm

Max  w idth 

2400mm

Max  w idth 

2400mm

2 per panel
Max  w idth 

7600mm*

Max  w idth 

4880mm

Max  w idth 

4880mm

3 per panel
Max  w idth 

7600mm*

Max  w idth 

7320mm

Max  w idth 

7320mm

4 per panel
Max  w idth 

7600mm*

Max  w idth 

7600mm*

Max  w idth 

7600mm*

5 per panel
Max  w idth 

7600mm*

Max  w idth 

7600mm*

Max  w idth 

7600mm*

6 per panel
Max  w idth 

7600mm*

Max  w idth 

7600mm*

Max  w idth 

7600mm*

25:50:25
Max  w idth 

7600mm*

Max  w idth 

4880mm*

Max  w idth 

4880mm*

33:66 (left  or right hand)
Max  w idth 

6000mm

Max  w idth 

3660mm

Max  w idth 

3660mm

25:75 (left  or right hand)
Max  w idth 

5330mm

Max  w idth 

3250mm

Max  w idth 

3250mm

Floorboard)
Max  w idth 

7600mm*

Design-A-Door Face mounting patterns

*Door height will be limited at maximum width due to overall max weight limit of 300KG. Max height @7600mm wide typically 3050mm (Aluminium composite) or  

2700mm (Prodema) with custom springs


